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Coast Guard, Dept. of Homeland Security § 58.16–15 

§ 58.16–7 Use of liquefied petroleum 
gas. 

(a) Cooking equipment using lique-
fied petroleum gas on vessels of 100 
gross tons or more that carry pas-
sengers for hire must meet the require-
ments of this subpart. 

(b) Cooking equipment using lique-
fied petroleum gas on vessels of less 
than 100 gross tons that carry pas-
sengers for hire must meet the require-
ments of 46 CFR 25.45–2 or 184.05, as ap-
plicable. 

(c) Systems using liquefied petro-
leum gas for cooking or heating on any 
other vessels subject to inspection by 
the Coast Guard must meet the re-
quirements of this subpart. 

[CGD 83–013, 54 FR 6402, Feb. 10, 1989] 

§ 58.16–10 Approvals. 
(a) Gas appliances. (1) All gas-con-

suming appliances used for cooking and 
heating shall be of a type approved by 
the Commandant, and shall be tested, 
listed and labeled by an acceptable lab-
oratory, such as: 

(i) The American Gas Association 
Testing Laboratories. 

(ii) The Marine Department, Under-
writers’ Laboratories, Inc. (formerly 
Yacht Safety Bureau). 

(2) Continuous-burning pilot flames 
are prohibited for use on gas appliances 
when installed below the weather deck. 

(3) Printed instructions for proper in-
stallation, operation, and maintenance 
of each gas-consuming appliance shall 
be furnished by the manufacturer. 

(1) Cylinders in which liquefied petro-
leum gas is stored and handled must be 
constructed, tested, marked, main-
tained, and retested in accordance with 
49 CFR part 178. 

(2) All liquefied petroleum gas cyl-
inders in service shall bear a test date 
marking indicating that they have 
been retested in accordance with the 
regulations of the Department of 
Transportation. 

(3) Regardless of the date of the pre-
vious test, a cylinder shall be rejected 
for further service when it leaks; when 
it is weakened appreciably by corro-
sion, denting, bulging or other evidence 
of rough usage; when it has lost more 
than 5 percent of its tare weight; or 
when it has been involved in a fire. 

(c) Safety-relief devices. All required 
safety-relief devices must be approved 
as to type, size, pressure setting, and 
location by the Commandant (CG–521) 
as being in accordance with 49 CFR 
part 178. 

(d) Valves, regulators, and vaporizers. 
All component parts of the system, 
other than cylinders and low pressure 
distribution tubing between regulators 
and appliances, shall be tested and ap-
proved by and bear the label of the Un-
derwriters Laboratories, Inc., or other 
recognized testing laboratory. 

(e) Plan approval. Drawings in trip-
licate, showing the location and instal-
lation of all piping, gas-consuming ap-
pliances, cylinders, and other compo-
nent parts of the system shall be sub-
mitted for approval. 

[CGFR 68–82, 33 FR 18878, Dec. 18, 1968, as 
amended by CGFR 69–127, 35 FR 9980 June 17, 
1970; USCG–2003–16630, 73 FR 65187, Oct. 31, 
2008] 

§ 58.16–15 Valves and safety relief de-
vices. 

(a) Each cylinder shall have a manu-
ally operated screw-down shutoff valve 
fitted with a handwheel installed di-
rectly at the cylinder outlet. 

(b) All cylinders shall be protected by 
one or more safety relief devices com-
plying with the requirements of § 58.16– 
10(a). The safety relief device shall be a 
shutoff valve with an integral spring- 
loaded safety relief valve and supple-
mentary fusible plug, the latter de-
signed to yield when the cylinder has 
been emptied of liquid gas by the relief 
valve under conditions of exposure to 
excessive heat. 

(c) Cylinder valves and safety relief 
devices shall have direct communica-
tion with the vapor space of the cyl-
inder. 

(d) In addition to the cylinder valve, 
a multiple cylinder system shall be 
provided with a two-way positive shut-
off manifold valve of the manually op-
erated type. The manifold valve shall 
be so arranged that the replacement of 
empty cylinders can be made without 
shutting down the flow of gas in the 
system. 

(e) A master packless shutoff valve 
controlling all burners simultaneously 
shall be installed at the manifold of all 
gas-consuming appliances. 
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